
 
 
 

______________________ Release Note for MBI5026789 VA.02- English.doc______________________ 

Macroblock, Inc. 2005 
Floor 6-4, No. 18, Pu-Ting Rd., Hsinchu, Taiwan 30077, ROC. 

TEL: +886-3-579-0068, FAX: +886-3-579-0069 E-mail: info@mblock.com.tw 

1

 

Release Note for MBI5026/ 5027/5028/5029 
VA.00, March 2005 
None 

VA.01, March 2005 
1. Provide information for “Pb-free & Green” Package 

2. Modify the supply current(Idd) in the table of “Electrical Characteristics” (3.3V, 5.0V) 

IDD(off) 1 Rext=Open, OUT0 ~ OUT15 =Off - 6 6.8 

IDD(off) 2 Rext=720 Ω, OUT0 ~ OUT15 =Off - 8.8 9.6 “OFF” 

IDD(off) 3 Rext=360 Ω, OUT0 ~ OUT15 =Off - 12.4 13.2 

IDD(on) 1 Rext=720 Ω, OUT0 ~ OUT15 =On - 8.8 10.8 

Supply 
Current 

“ON” 
IDD(on) 2 Rext=360 Ω, OUT0 ~ OUT15 =On - 12.3 15.3 

mA 

 
3. Update product ordering information 

VA.02, April 2005 
1. Modify VIH from 0.7*VDD to 0.8*VDD. 

Characteristic Symbol Condition Min. Typ. Max. Unit 
Input 
Voltage “H” level VIH Ta = -40~85ºC 0.8*VDD - VDD V 

 

2. For MBI5029: Modify timing diagram from page 24-25. 

 


